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WP 0909 

BILGE CLEANER 

INSTRUCTIONS FOR USE 

 
Can be used neat or diluted, for greater 

coverage. 

 

If bilges contain water, simply pour Wessex 

Bilge Cleaner into the bilge area. 

 

1 litre of Wessex Bilge Cleaner should be 

sufficient in most cases. 

 

Wessex Bilge Cleaner can be effective to a 1% 

solution (1 litre to 100 litre of water). 

 

1 litre should be sufficient for over – wintering 

and tackling bad odours. 

 

Can be used as an immediate spray/wipe 

on/off cleaner or left in situ to clean over a 

longer period of time. 

 

Avoid spillages on fabrics, including carpets. 

 

BENEFITS 

• Controls bad odours caused by stagnant 

water in bilges, holding tanks and traps 

under showers and sinks. 

• Bacterial based and environmentally 

friendly. 

• 100% biodegradable with pleasant smell. 

• Ideal for over-wintering to keep tanks free 

from odour build-up. 

• Safe for use on a variety of hard surfaces 

including metals, plastics, laminates and 

ceramics. 

• Helps to combat the growth of limescale, 

mould and mildew commonly found in 

bilges. 

 

DESCRIPTION 
 

Wessex Bilge Cleaner helps combat the growth 

of limescale, mould and mildew commonly found 

in boat bilges and pipes.  

 

Wessex Bilge Cleaner also controls bad odours 

caused by stagnant water in bilges, holding 

tanks, pipes and traps under showers and sinks. 

 

Wessex Bilge cleaner is a water-based mixture 

that is fully biodegradable and can be used for 

cleaning your boat in and out of the water without 

environmental concerns 
 

 

Safely removes scale, mould, grime and removes odours 

from bilges, pipes and lockers on boats and yachts 

 

PRODUCT SIZES 

• 1 litre 

• 5 litre 
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PHYSICAL PROPERTIES 
Colour: Light green 
Appearance: Liquid 
Odour: Odour relevant to fragrance.  
Solubility: Soluble in water. 
Boiling point: ~100 ºC 
Flash point: ~ 65 ºC 
Flammability: Non-flammable. 
Density: 1.042 g/cmᵌ 
pH: 1.5. 

 
 

Wessex Chemical Factors Ltd 

9 Crane Way 

Woolsbridge Industrial Park 

Three Legged Cross 

Wimborne  

Dorset  

BH21 6FA 

United Kingdom  

Tel: 01202 823699 

Fax: 01202 813863 

Email: info@wessexchemicalfactors.co.uk 

Website:  www.wessexboatstore.co.uk 

 

 

 

 

 

HEALTH & SAFETY 
 
Hazard pictograms (CLP): 
 
 

 
 
 
Hazard statements (CLP): 
 
H319 – Causes serious eye irritation. 
 
Precautionary statements (CLP): 
 
P264 – Wash hands thoroughly after handling. 
P280 – Wear eye protection, protective gloves. 
P305+P351+P338 – IF IN EYES. Rinse 
cautiously with water for several minutes. 
Remove contact lenses, if present and easy to 
do. Continue rinsing. 
P337+P313- If eye irritation persists : Get 
medical advice/attention. 
 
Hazardous ingredients: 
 
 
 
EUH210 – Safety Data Sheet available on 
request. 
 

http://www.wessexboatstore.co.uk/
http://www.wessexboatstore.co.uk/

